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Liquidtight
Liquidtight fittings

Liquidator™ liquidtight flexible metallic conduit fittings

90° angle connectors – malleable iron

Trade       
size

Cat. #       
Non-insulated

Cat. #             
Insulated

Unit        
qty.

Wt. lbs.     
per 100 A B C

3/8” LT3890 LTB3890 25 25.4 1.313 0.500 1.125
1/2” LT5090 LTB5090 25 28.9 1.438 0.500 1.250
3/4” LT7590 LTB7590 10 44.1 1.625 0.500 1.563
1” LT10090 LTB10090 10 74.5 2.313 0.625 0.813
11/4” LT12590 LTB12590 5 96.1 2.375 0.688 2.250
11/2” LT15090 LTB15090 2 121.3 3.063 0.750 2.438
2” LT20090 LTB20090 1 176.4 3.188 0.750 3.000
21/2” LT25090 LTB25090 1 837.7 8.313 1.000 4.000
3” LT30090 LTB30090 1 1234.6 9.813 1.125 4.188
31/2” LT35090 LTB35090 1 1896.0 11.188 1.188 5.250
4” LT40090 LTB40090 1 2381.0 12.563 1.250 5.750
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90° angle connectors with grounding lug – malleable iron

Trade       
size

Cat. #       
Non-insulated 
with 
aluminum 
grounding 
lug

Cat. #             
Insulated 
with 
aluminum 
grounding lug

Cat. #  
Insulated with 
copper 
grounding lug Lug size

Unit        
qty.

Wt. lbs.     
per 100 A B C

3/8” LT3890G LTB3890G LTB3890GC #4 - #14 25 27.6 1.313 0.500 1.125
1/2” LT5090G LTB5090G LTB5090GC #4 - #14 25 31.1 1.438 0.500 1.250
3/4” LT7590G LTB7590G LTB7590GC #4 - #14 10 46.3 1.625 0.500 1.563
1” LT10090G LTB10090G LTB10090GC #4 - #14 10 76.7 2.313 0.625 0.813
11/4” LT12590G LTB12590G LTB12590GC #4 - #14 5 98.3 2.375 0.688 2.250
11/2” LT15090G LTB15090G LTB15090GC #4 - #14 2 123.5 3.063 0.750 2.438
2” LT20090G LTB20090G LTB20090GC #4 - #14 1 178.6 3.188 0.750 3.000
21/2” LT25090G LTB25090G LTB25090GC #1/0 - #8 1 846.6 8.313 1.000 4.000
3” LT30090G LTB30090G LTB30090GC #1/0 - #8 1 1243.4 9.813 1.125 4.188
31/2” LT35090G LTB35090G LTB35090GC #3/0 - #6 1 1913.6 11.188 1.188 5.250
4” LT40090G LTB40090G LTB40090GC #3/0 - #6 1 2398.6 12.563 1.250 5.750
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90° angle connectors with and without grounding lug – aluminum

Trade       
size

Cat. #       
Non-insulated

Cat. #             
Non-insulated 
with aluminum 
grounding lug Lug size

Unit        
qty.

Wt. lbs.     
per 100 A B C

3/8” LT3890 SA LT3890G SA #4 - #14 25 16 1.313 0.500 1.125
1/2” LT5090 SA LT5090G SA #4 - #14 25 20 1.438 0.500 1.250
3/4” LT7590 SA LT7590G SA #4 - #14 10 25 1.625 0.500 1.563
1” LT10090 SA LT10090G SA #4 - #14 10 31 2.313 0.625 0.813
11/4” LT12590 SA LT12590G SA #4 - #14 5 48 2.375 0.688 2.250
11/2” LT15090 SA LT15090G SA #4 - #14 2 150 3.063 0.750 2.438
2” LT20090 SA LT20090G SA #4 - #14 1 200 3.188 0.750 3.000
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