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Liquidtight fittings

Liquidator™ flexible metallic conduit fittings

Straight connectors – malleable iron

UNot UL Listed or CSA certified.

Trade       
size

Cat. #       
Non-insulated

Cat. #             
Insulated

Unit        
qty.

Wt. lbs.     
per 100 A B C

3/8” LT38 LTB38 25 15.4 1.125 0.500 1.125
1/2” LT50 LTB50 25 17.6 1.250 0.500 1.250
3/4” LT75 LTB75 25 28.7 1.250 0.500 1.563
1” LT100 LTB100 5 39.7 1.438 0.625 0.813
11/4” LT125 LTB125 5 55.1 1.500 0.688 2.250
11/2” LT150 LTB150 2 70.5 1.625 0.750 2.438
2” LT200 LTB200 1 99.2 1.750 0.750 3.000
21/2” LT250 LTB250 1 363.8 2.188 1.000 4.000
3” LT300 LTB300 1 456.4 2.500 1.125 4.188
31/2” LT350 LTB350 1 668.0 2.625 1.188 5.250
4” LT400 LTB400 1 789.2 2.750 1.250 5.750
5” LT500U LTB500U 1 1036.2 3.125 1.438 6.063
6” LT600U LTB600U 1 1366.9 3.375 1.500 7.750
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Straight connectors with grounding lug – malleable iron

UNot UL Listed or CSA certified.

Trade       
size

Cat. #       
Non-insulated 
with 
aluminum 
grounding 
lug

Cat. #             
Insulated 
with 
aluminum 
grounding 
lug

Cat. # 
insulated 
with copper 
grounding 
lug Lug size

Unit        
qty.

Wt. 
lbs.     
per 
100 A B C D

3/8” LT38G LTB38G LTB38GC #4 - #14 25 17.4 1.125 0.500 1.125 0.750
1/2” LT50G LTB50G LTB50GC #4 - #14 25 19.5 1.250 0.500 1.250 0.750
3/4” LT75G LTB75G LTB75GC #4 - #14 25 30.7 1.250 0.500 1.563 0.750
1” LT100G LTB100G LTB100GC #4 - #14 5 41.7 1.438 0.625 0.813 0.750
11/4” LT125G LTB125G LTB125GC #4 - #14 5 57.0 1.500 0.688 2.250 0.750
11/2” LT150G LTB150G LTB150GC #4 - #14 2 72.4 1.625 0.750 2.438 0.750
2” LT200G LTB200G LTB200GC #4 - #14 1 100.9 1.750 0.750 3.000 0.750
21/2” LT250G LTB250G LTB250GC #1/0 - #8 1 370.9 2.188 1.000 4.000 1.125
3” LT300G LTB300G LTB300GC #1/0 - #8 1 462.9 2.500 1.125 4.188 1.125
31/2” LT350G LTB350G LTB350GC #3/0 - #6 1 682.1 2.625 1.188 5.250 1.500
4” LT400G LTB400G LTB400GC #3/0 - #6 1 802.9 2.750 1.250 5.750 1.500
5” LT500GU LTB500GU - 250MCM - #6 1 1052.7 3.125 1.438 6.063 1.688
6” LT600GU LTB600GU - 250MCM - #6 1 1389.4 3.375 1.500 7.750 1.688
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Straight connectors with and without grounding lug – aluminum

Trade       
size

Cat. #       
Non-insulated

Cat. #             
Non-insulated 
with aluminum 
grounding lug Lug size

Unit        
qty.

Wt. lbs.     
per 100 A B C D

3/8” LT38 SA LT38G SA #4 - #14 25 13.4 1.188 0.594 1.250 0.750
1/2” LT50 SA LT50G SA #4 - #14 25 15.6 1.313 0.594 1.250 0.750
3/4” LT75 SA LT75G SA #4 - #14 25 26.7 1.313 0.594 1.500 0.750
1” LT100 SA LT100G SA #4 - #14 5 37.7 1.438 0.813 1.750 0.750
11/4” LT125 SA LT125G SA #4 - #14 5 53.1 1.563 0.813 2.250 0.750
11/2” LT150 SA LT150G SA #4 - #14 2 68.5 1.813 0.813 2.500 0.750
2” LT200 SA LT200G SA #4 - #14 1 97.2 1.750 0.875 3.000 0.750
21/2” LT250 SA LT250G SA #1/0 - #8 1 361.8 2.250 1.063 3.750 1.125
3” LT300 SA LT300G SA #1/0 - #8 1 454.4 2.438 1.125 4.500 1.125
31/2” LT350 SA LT350G SA #3/0 - #6 1 666.0 2.875 1.188 5.125 1.500
4” LT400 SA LT400G SA #3/0 - #6 1 787.2 2.938 1.250 5.625 1.500
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