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CAT. N° 6 896 34

SCREED FLOOR BACKBOX - FOR DUCTING UP TO 225 MM 
- 3 COMPARTMENTS

Pack (number of units) 1

Volume (dm³) 12,338

Weight (g) 3 762,00

Product characteristics General characteristics

Screed floor backboxes
▪ To be fitted with lid and trim for carpet and support plates for Arteor 
mechanisms

▪ Accept PVC and metal screed floor ducting and conduits Ø20 mm and 
Ø25 mm

▪ Auto-adjustable to screed height 65 up to 90 mm

For ducting up to 225 mm
▪ 3 compartments

Floor boxes for carpet
▪ Conform to IEC/EN 60670-23

▪ Compatible with either raised access floor trunking system 
and screed floor system

Documentation

Catalogue pages & additional information 
▪ Description page (p.864)  

▪ Floor service outlet boxes and access units  

▪ Floor boxes for carpet  

Installation instructions & related documents 
▪ LE02858AA_01  

▪ LE03023AA_02  

Installation & technical data 
▪ F01020EN-02  

Agreements & certificates of conformity 
▪ OC / CB - FR 636598C  

▪ NF - 636598A  

▪ NF 004 - 636641A  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price  Basis : beforetax price list, May 2018

The information given in this ecatalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The ecatalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


