
Standard detector base for IQ8Quad and ES Detect

Features:
• Ease of installation and a lot of space for wire

connection

• Slide-easy base and elegant design with automatic

closing of the loop bus wiring system for detector

extraction

• Detector extraction locking is enclosed in the base

• One-way only fit

Part-No.: 805590

 

Common technical data
Connection terminal Ø 0.6 mm to 2 mm²

Application temperature -20 °C ... 72 °C

Storage temperature -25 °C ... 75 °C

Material ABS

Color white, similar to RAL 9010

Weight approx. 60 g

Dimensions Ø: 117 mm H: 24 mm (incl. detector 62 mm)

Cable entry on the side or through the bottom plate. Wago clamps for looping in wires, e.g. type 243-204

(Ø 0.5 mm - Ø 1.0 mm) or 273-104 (0.75 mm² - 2.5 mm²) can be mounted on the detector base. Please

contact your local sales representative for varnished detectors & bases and remote indicators!

S
u

b
j
e

c
t
 
t
o

 
c
h

a
n

g
e

 
w

i
t
h

o
u

t
 
n

o
t
i
c
e

!
 
 
 
 
 
©

 
2

0
2

3
 
H

o
n

e
y
w

e
l
l
 
I
n

t
e

r
n

a
t
i
o

n
a

l
 
I
n

c
.

Powered by TCPDF (www.tcpdf.org)

Novar GmbH a Honeywell Company Phone: +49 2131 40615 600 www.esser-systems.com

Forumstr. 30 41468 Neuss Faximile: +49 2131 40615 606 esser-systems@honeywell.com

https://www.esser-systems.com
http://www.tcpdf.org

